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C.K.

Single Chamber Baler :  Model CK51

¢ Reduce Waste Disposal Costs

¢ Reduce time spent Managing Waste
¢ Tidy Work Environment

e Space Saving

* Facilitates Recycling

CUSTOMER SATISFACTION THROUGH QUALITY

Suitable for small premises with less waste
A compact machine that fits into small areas
Engineered for user friendly operation

Entry level model

Single phase power supply

Door mounted cord cutter

CE Certified

Fully Automatic Cycle

38a Eglish Road, Dungannon, Co. Tyrone, N.Ireland BT70 1LA
Email: sales@ckinternational.co.uk www.ckinternational.co.uk

Tel: +44 (0)28 8775 3966 Fax: +44 (0)28 8772 5528

CK International Ltd

Machine Dimensions (mm): Height 2200

Width 800
Depth 700
Machine Weight: 375 kg
Feed Aperture (mm): Height 535
Width 715
Bale Size (mm): Height 600
Width 715
Depth 500
Bale Weight: Up to 50kg
Compaction Force: 4 tonne
Motor: 1.1 kw
Electricity Supply: Single Phase 240 volt

dealer:

Height with ram lowered (mm): 1650
Noise Level (under perfect conditions). 65dba

CK International reserve the right to alter specification without prior notice



